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Absprengfarben

(Brechringfarben)
Einbrenntemperatur: 540 - 600 ° C
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Matt, halb-resistente Farben

Anwendungsbereiche:

Sollbruchstellen auf Ampullen

Pantone- Dazu passende
Bezeichnung Type Nr. Nr. Druckfarben
Fluss FL 218/ 35/ 0480 - -
Weiss F 9114/ 35/ 0480 - F o143
Gelb F 3300/ 35/ 0480 108 C F 3325
Rot F 7258/ 35/ 0480 179 C F 7064/1
Dunkelrot |F 7244/ 35/ 0480 704 C F 7042
Hellblau F 2337/ 35/ 0480 2718C F 2208
Dunkelblau |[F 2210/ 30/ 0480 7455 C P 2736
Grin F 1422/ 35/ 0480 364 C F 1654
Blaugriin F 1584/ 35/ 0480| 3415C F 1535
Dunkelgrau |F 5182/ 35/ 0480 445 C F 5196
Schwarz F 4087/ 35/ 0480 419 C F 4044
Please Note:

The information in this leaflet are based on our current knowledge and experience. This description does not
release the users from examinations and tests of their own because of uncountable possible influences, when
using and applying the products in connection with every other material being involved in the production. Tt
can not be deduced a legally obliged assurance for specific characteristics or for the aptitude of a definite usage
purpose. The receiver of our products has to observe by his own responsibility probable protecting rights as

well as existing laws, rules and regulations.
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