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Ceramic Colours and Media
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Uberzugsfarben 1

Einbrenntemperatur: 580 - 620 ° C

Opake, resistente Farben

Anwendungsbereiche:

Glasmalereien, Restaurierung, Konturen, Uberziige (Modellierung)

Bezeichnung Type - Nr. Oberflache bei 600°C
Konturen - Graugrin F 1589 matt

Konturen - Schwarzgriin |F 1591 seidenmatt
Konturen - Schwarz DN seidenmatt
Konturen - Schwarz F4102 seidenmatt
Konturen - Schwarz F 4104 seidenglénzend
Konturen - Schwarzbraun |F 4108 matt

Konturen - Dunkelbraun |F 6322 matt

Konturen - Dunkelbraun |F 6334 seidenglénzend
Konturen - Rotbraun F 6359 matt

Konturen - Eisenrot F 6360 seidenglénzend
Konturen - Maron F 6363 seidenglénzend
Konturen - Sepia F 6371 matt

Please Note:

The information in this leaflet are based on our current knowledge and experience. This description does not
release the users from examinations and tests of their own because of uncountable possible influences, when
using and applying the products in connection with every other material being involved in the production. Tt
can not be deduced a legally obliged assurance for specific characteristics or for the aptitude of a definite usage
purpose. The receiver of our products has to observe by his own responsibility probable protecting rights as

well as existing laws, rules and regulations.
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